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305 m (1000 ft) pull
Copper-Clad Aluminum (CCAM) 
Supports Gigabit Ethernet (up to 1000 Mbps)
Basic PoE compatibility
Bright orange PVC jacke
Low attenuation & acceptable crosstalk performance
TIA/EIA-568-C.2 
Budget-friendly solution
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PTN-C6-CCAM-IN-GY
UTP Cat-6 CCAM Indoor Cable – Gray LAN Cable

Pro Tech 305 m Cat-6 CCAM Indoor Cable 
High-Quality UTP CCAM Networking Cable.

Pro Tech’s 305m Cat-6 CCAM Indoor Cable features copper-clad aluminum conductors for reliable,
budget-friendly Gigabit Ethernet performance. Its bright orange PVC jacket is ideal for indoor use in
homes and offices, supporting basic PoE and easy cable management.

SPECIFICATION

KEY FEATURES
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SHIELDED OUTDOOR CABLE CONNECTORS
Shielded Outdoor cable connectors are designed for

professional outdoor installations to help reduce ESD
incidents. Each connector has a crimp lug for connection

of the drain wire.
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TECHNICAL SPECIFICATIONS

SPECIFICATION
PRODUCT NAME PRO TECH 305 M CAT-6 CCAM INDOOR LAN CABLE

CABLE LENGTH AN ACTUAL 305 METERS 39.17' PER METER

DETAILS

CABLE COLOR GRAY
CONDUCTOR MATERIAL COPPER-CLAD ALUMINUM MAGNESIUM (CCAM) (≈33 % COPPER)
CONDUCTOR DIAMETER 0.57 ± 0.01 MM
AWG 23 AWG
INSULATION MATERIAL HDPE (HIGH-DENSITY POLYETHYLENE)
SHEATH MATERIAL PVC (INDOOR-GRADE, FLAME RETARDANT)
SHEATH COLOR GRAY
CABLE TYPE UTP (UNSHIELDED TWISTED PAIR)
CATEGORY STANDARD CAT-6 / TIA/EIA-568-C.2
CHARACTERISTIC IMPEDANCE 100 ± 15 Ω
MAX. DC RESISTANCE ≤9.38 Ω/100 M (CCAM CONDUCTOR)
INSTALLATION TEMPERATURE

TRANSMISSION PERFORMANCE

OPERATING TEMPERATURE
INSTALLATION TEMPERATURE

0 °C TO +50 °C
0 °C TO +50 °C

NEAR-END CROSSTALK (NEXT) ≥32 DB @ 250 MHZ

0°C TO +50°C 
MIN. INSULATION RESISTANCE ≥5000 MΩ·KM

MODEL NO : PTN-C6-CCAM-IN-GY

STORAGE TEMPERATURE –20 °C TO +60 °C, ≤85 % RH
APPLICATION INDOOR GIGABIT ETHERNET, POE DEVICES, LAN WIRING
PACKAGING PULL-BOX (305 M ± 1.5 M), CARTON DIMENSIONS 390×390×247 MM
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USAGE NOTES
INDOOR USE ONLY: PVC JACKET IS NOT UV-RESISTANT. DO NOT EXPOSE TO DIRECT SUNLIGHT OR WET
CONDITIONS.
MAXIMUM RUN LENGTH: KEEP EACH HORIZONTAL RUN ≤ 100 M (330 FT) TO MAINTAIN GIGABIT
PERFORMANCE.
POE SUPPORT: SUITABLE FOR POE (802.3AF) AND POE+ (802.3AT) UNDER TYPICAL LOADS; HIGHER-POWER
POE++ MAY SEE VOLTAGE DROP OVER LONG RUNS.
TERMINATION: USE CAT-6–RATED RJ45 JACKS AND PATCH PANELS. TERMINATE ACCORDING TO T568B
COLOR CODE.
BEND RADIUS: MAINTAIN ≥ 8× OUTER DIAMETER WHEN INSTALLING TO AVOID PERFORMANCE
DEGRADATION.
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