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Pro Tech Cat-6 Outdoor LAN Cable 305m
High-Quality UTP CCAM Networking Cable.

SPECIFICATION

Pro Tech's 305 Meter Cat-6 CCAM Outdoor UTP LAN Cable is designed to offer reliable, cost-effective
networking solutions for outdoor environments. Made with Copper-Clad Aluminum (CCAM)
conductors, this cable is ideal for general networking tasks where budget and performance need to
be balanced.

KEY FEATURES

« 305.0 m (1000 ft)/carton UTP CAT-6 CCAM cable

« Supports basic Power over Ethernet (PoE) for lightweight devices

« Durable PVC outer sheath, suitable for outdoor installation

« Budget-friendly solution for long cable runs

» Designed for stable performance in standard networking environments
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Weather-proof jacket

Foil mylar protects from external noise

Pure copper conductors

Rip cord

Drain wire helps to eliminate ESD incidents

SHIELDED OUTDOOR CABLE CONNECTORS

Shielded Outdoor cable connectors are designed for O P
professional outdoor installations to help reduce ESD \
incidents. Each connector has a crimp lug for connection
of the drain wire.

| PROTECTION

When Outdoor Cable is used
with shielded connectors and
a grounded PoE adapter
(provided with all LigoWave
wireless products) Outdoor
Cable will help to protect the
wireless equipment from ESD
(electrostatic discharge)
incidents.
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TECHNICAL SPECIFICATIONS

SPECIFICATION

DETAILS

PRODUCT NAME PRO TECH UTP OUTDOOR CAT-6 CCAM LAN
MODEL NO : PTN-C6-CCAM-OUT-BK

CABLE LENGTH AN ACTUAL 305 METERS 39.17' PER METER
CABLE COLOR BLACK

CONDUCTOR MATERIAL COPPER-CLAD ALUMINUM (CCAM)
CONDUCTOR DIAMETER 0.57 MM £ 0.01 MM

AWG 23AWG

INSULATION MATERIAL HDPE

SHEATH MATERIAL UV-RESISTANT PVC

SHEATH COLOR BLACK

CABLE TYPE UNSHIELDED TWISTED PAIR (UTP)

CATEGORY STANDARD CAT6

IMPEDANCE UP TO 250 MHZ

OPERATING TEMPERATURE 100 £ 150

INSTALLATION TEMPERATURE 0°C TO +50°C

PACKAGING CARTON BOX, 305M

APPLICATION OUTDOOR HIGH-SPEED NETWORKING, CCTV, IP
PACKAGING 305M PULL BOX/CARTON

OUTDOOR CABLE

HIGH-QUALITY UTP CCAM NETWORKING
CABLE
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