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SPECIFICATION

The Pro Tech PT-PFM421D-EN Switching Adapter is a high-performance 12V 2A power supply, built to
ensure reliable power delivery for CCTV cameras, networking devices, and other electronic

equipment. Designed for durability, efficiency, and safety, it is the ideal choice for professional and
home installations.

KEY FEATURES

Compact design for easy installation

Built-in power indicator light

Wide input voltage range (AC100-260V) for global use
Stable DC 12V 2A output with high efficiency
Overcurrent, overvoltage, and short-circuit protection
Complies with international energy efficiency standards
Reliable performance across wide temperature ranges

ADAPTER (REAL VIEW) DIMENSIONS (MM[INCH])
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TECHNICAL SPECIFICATIONS

SPECIFICATION DETAILS

PRODUCT NAME SWITCHING ADAPTER
MODEL NO : PT-PFM421D-EN

INPUT VOLTAGE AC100-260V, 50/60HZ

OUTPUT VOLTAGE 12V-12A / 12V=2.5A / 12V-3A
OUTPUT CURRENT DC 12V

OUTPUT POWER 2A

EFFICIENCY >82%

CONNECTOR TYPE BARREL JACK (®5.5 x ©2.1 x 12 MM)
INDICATOR LIGHT YES

DIMENSIONS 104 x 45 x 33 MM (APPROX.)
WEIGHT 170G (APPROX.)

OPERATING TEMP. —30°C TO +70°C (—22°F TO +158°F)
STORAGE TEMP. —30°C TO +85°C (—22°F TO +185°F)
HUMIDITY 5%-95% RH (NON-CONDENSING)
CERTIFICATIONS CE / ROHS COMPLIANT

WARRANTY NO WARRANTY

ORIGIN MADE IN CHINA
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